1/2" MIN, MORTAR THICKNESS. ,_J
|
=

CASTINGS A & B (UNLESS NOTED)
STD. PLATE 22010 & 2202C
SHIM FRAME TO MATCH GRADE, —\

PRECAST COVER SLAB WITH

CONCENTRIC 27" DIA. QPW
DESIGN FOR H3-25 LOAD

a"x 87X 18"

S0LID CONCRETE MASONRY
UNIT (SEE SPECIFICATION).

PRECAST ADJUSTING RINGS
(MN/DOT. STD. PLATE 4010)
MIN.—1, MAX.—2,

SET RINGS IN 3/8" THICK
MORTAR BED. PLASTER
EXTERIOR WTH 1/2° MORTAR.
DO NOT PLASTER INTERIOR

'/WSAWCUT PIPE FLUSH WTH

INSIDE WALL OF MANHOLE

ALL JOINTS TO BE
3/8" THICK AND COMW
FILLED WITH MORTAR

N

SECTION

PRECAST 7'—4"X7'~4"X6" -
BASE SLAB

3Y43 CONCRETE

TROVEL INVERT
SMOOTH |

PIPE SHALL REST ON
UNDISTURBED EARTH AND
SHALL NOT BEAR DIRECTLY
ON SLAB

PLAN

(

L e ol U EN——

NOTE:

THIS MANHOLE FOR USE ON SEWER
MAINS 42" & 48" IN DIA. WHERE DEPTH |
TO PIPE INVERT IS 9 OR LESS.

CITY ENGINEER

CITY OF ST. PAUL

DEPARTMENT OF PUBLIC WORKS

MANHOLE, TYPE IV—A

Date of § Standard

Revision Plate
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